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DS-KB8113-IME1 Vandal-Resistant Doorbell
V2.2.1 Build 200526 Release Note
(2020-06-09)
	Device Model
	DS-KB8113-WTE1

	Firmware Version
	Indoor Station: V2.1.8_200515

	iVMS-4200 Version
	V3.3.1.4 build20200806

	Hik-Connect APP
	[bookmark: _GoBack]V4.6.1


Web interface display
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Function Description
1. Support RTSP port configuration
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2. Support SIP call timeout time configuration
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3. The standard SIP account length is extended to 32 bits
4. The relay can be configured as a mechanical doorbell or electric lock
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5. Support Hik-Connect
(1) Hik-Connect supports call record query
(2) Support synchronized time
(3) Support volume adjustment
(4) Support Hik-Connect remote unlocking
(5) Motion detection area and sensitivity configuration
6. Support multi-language in 19 countries
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8. Device can automatically activate/configure the indoor station (when the indoor station is inactive)

image5.png
IHIKVISION Li Nus S s Configuration
Local Basic Information Time Settings DST

System
Device Name | OUTDOOR STATION

System Settings

Device No. | 88
Maintenance
Language
Avabic
Bulgarian
Croatian
Czech
Model | English
Duich
French
Serial No. | German
Greek

User Management
System Type
Network

Video/Audio

Image

Hungarian
Htalian
Polish
Encoding Version | Portuguese
Romanian
Russian

Firmware Version
Event

Intercom

Web Version | goneat

Spanish

Plugin Version | Turkish
Vietnamese

Access Control

Number of Channels

Number of Alarm Input

Number of Alarm Output





image1.png
User Name

Password





image2.png
HIKVISION Number Settings ~ Configuration

Local Tee/p Port sip
System

80
Network

554

ic Settings

443
Advanced

8000

Video/Audio

Image

Event

Intercom

Access Control





image3.png
HIKVISION

Local

System
Network

Basic Settings
Advanced
Video/Audio
Image

Event
Intercom

Access Control

OIP Gateway

r User Name

ation Password

er Address.

ry Time.

ster Status

Number

y User Name

STUN Settings

stul

rver Domain N.

STUN Server

5060

60

3478

Configuration





image4.png
HIKVISION Us N t [

Local Device ID Settings Session Settings Time Parameters Ringbacktone Settings Press Button to Call 1/0 Settings

System
Network 1/0 Input No.. | Inputt v

Video/Audio Input | Door Status. v

Image 1/0 Output No. | Output v

Event Input
Mechanical Doorbell

Intercom

Access Control




image6.jpeg
IKVISION





